Twice as tall as our
smallest unit and

equipped with 2 doors

and 7 standard shelves

on adjustable 3" centers,
this 122 cm (48") tall dry
cabinet maximizes storage
space in a small footprint.
The 302 Series is ideal for
installation directly beside
production equipment or
in rework areas as well as
laboratory environments.
Additional shelves can
always be added. Cabinet
can be placed on casters to
make it easily repositioned.



www.XDry.com
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Anchoring Legs Alarm Light Tower HEPA Filtration

RH/C° Data
Recorder

NIST Certifiable RH/
Temp data logging units

Additional Dryer Custom Engineering
Modular Dryer

System X133

Sliding Reel Rack

Model Specifications and Price Standard Features Options
Stainless steel Xtra-Heat
XD1-151-02 1 50x63x58 49x56x53 150 3 1 shelves RH/CO data
XD1-302-02 1  50x123x64 49x116x59 300 7 2 Control panel lock recorder
XD1-502-02 1 88x90x74  87x83x69 500 3 2 ESD painted HEPA filtration
u Alarm light tower
XD2-502-01 2 88x90x74 87x83x69 500 3 2 Humidity alarm Casters anchoring
XD1-702-02 1 62x184x78  61x156x73 700 5 2 buzzer legs
Calibration offset -
XD2-702-01 2 62x184x78 61x156x73 700 5 2 Additional dryer
XD2-1104-02 2 120x184x77 119x156x72 1100 5 4 3?§J|:tcigxated air Sliding rail rack
XD2-1106-01 2 120x184x77 119x156x72 1100 5 6 Digital control panel Custom engineering
Nitrogen purge
XD3-1104-02 3 120x184x77 119x156x72 1100 5 4 Sensor +/-2% RH syste?n purg
XD3-1106-01 3 120x184x77 119x156x72 1100 5 6 Pre-wired for field Stainless steel

retrofittable options

construction

Custom configurations available. Measurements expressed in cm
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www.XDry.com
sales@XDry.com

Corporate Office
PO Box 191, Anna, TX 75409
Telephone: 214-296-4868

USA Sales & Support:
214-296-4868

Worldwide Sales & Support:
833-265-9440
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